
Handling Characteristics

installation, instructions for use, laying suitability, care-friendly, care set

Wearing Characteristics / Surface Properties

general requirements EN 13329:2009
(tolerances, light resistance, change of dimensions with a change in the relative humidity)

classification requirements EN 13329:2009
(abrasion, impact stress, imperviousness to spots, chair-castors, thickness swelling, 
shifting of a furniture leg, cigarette ash)

Environmental Compatibility

formaldehyde,
VOC emissions (volatile organic compounds)
odour emission
waste disposal

Constructional-physical Properties

skid resistance,
impact sound
diathermic resistance (for use on floor heating)
fire behaviour

Quality Assurance

external monitoring and self-monitoring

Nuremberg, January 1, 2009
LGA QualiTest GmbH

test report: IWQ MBL 734 1809
detailed information in the technical data sheet

Certificate of quality no.: 1251
Quality marks:

Dipl.-Ing. (FH) R. Heym
Leiter der Möbelprüfung

Manufacturer
Parador
GmbH & Co. KG
D-48653 Coesfeld

Designation
Laminate Flooring

(current lists 
summarizing the 
certified product versions 
deposited at the LGA)

Dr. B. Maciej
Ökologische Produktprüfung

Dipl.-Ing. (TU) B. Hentschker
Abteilungsleiter Qualitätsüberwachung


